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· High Q cavity structure
· Low Cost Design 
· Good VSWR
· Low insertion 
· Indoor application
· Custom design available 
· DC Stop
· High rejection out of band
Technical Data：

	Channels
	CH1
	CH2
	CH3

	Frequency Range(MHz)
	800~960
	1710~2170
	2400~2500

	Band Width(MHz)
	≤0.5
	≤0.5
	≤0.5

	Insertion Loss (dB)
	≤0.4
	≤0.4
	≤0.4

	Ripple in-band (dB)
	≥80@1710~2170MHz

≥80@2400~2500MHz
	≥80@800~960MHz

≥80@2400~2500MHz
	≥80@1710~2170MHz

≥85@800~960MHz

	Stop-band Attenuation (dB)
	≥80@1710~2170MHz

≥80@2400~2500MHz
	≥80@800~960MHz

≥80@2400~2500MHz
	≥80@1710~2170MHz

≥85@800~960MHz

	VSWR
	≤1.3

	Impedance(Ω)
	50

	PIM3
	≤-140@+43dBm×2

	Connectors
	N-F

	Power Rating(W)
	 100
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Temperature(℃)
	-10~+60

	Size(mm)
	206×184×47

	Weight(kg)
	2.5


Dimension：
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